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NLG-12 Optics for CE lighting classes

Compliance
- In compliance with EN 60598-1; EN 60598-2-3; EN 62031; 
 EN 55015 EMC; EN 61547 EMC; EN 62471

Fixing
- Suitable for lateral installation only on Ø 102 mm pipe.

Dimension - Weight - Area exposed to wind pressure

Height Width Length Diameter Weight Area

140 mm 340 mm 925 mm 20 Kg 0,08 m²

Materials
- Structure made in die-cast aluminum
- Stainless steel fasteners.

Structure - Main components 
- Upper single-shell frame with clamp coupling for attachment to the support
- Tilting bottom frame for access to the optic and auxiliary compartment
- Gasket between the upper and bottom frames
- LED Module  with refractive lens in polycarbonate UV resistant
- Automatic electrical disconnector when opened
- Electronic power supply unit with auto self diagnostics functions

General features

Voltage
V

Frequency
Hz

Insulation
class

Protection 
rating IP

Cos. ϕ
(PFC)

Operating
temperature

120-277 50/60 II 66 0,97 -30°C +50°C

Rated power from 69 to 130 W (variable depending on configuration).

Terminals for wires with a max. section of 2,5 mm2

LED source - Optic system - Height of utilization - Classifications

N° LED Thermic 
dissipation

Estimated
life-expectancy

Optic type
Geometry

Lens - reflector
Material

60 Direct
on upper frame

70.000 h
L70-Ta 25°C

NLG 12
Asymmetric

Lens refractive 
Polycarbonate

Minimum efficiency of individual LEDs > of 100 lm/W

Flux from 6.000 to 10.500 lm (variable, depending on configuration)

Height of installation from 5.0 to 9.0 meters

CE  Lighting class (Mixed areas)

Cut-off  - IES Classification

Colour Rendering Index CRI >70

No photobiological risk at distance ≥ 2.6 meters (EN 62471)

Configurations (Colour temp. - Flux - Power - Efficiency) 
The energetic values   in the table are referred to the complete system.

Color Temp. *3.000K Color Temp. 4.000K Flux Wattage Efficiency

Code Code lm output Watt lm/W

1S2 3S2 6.000 69 94

1S3 3S3 7.500 82 91

1S4 3S4 9.000 104 86

1S5 3S5 10.500 130 81

Functions driver configuration
Electronic driver with self-diagnostic functions and monitoring for dangerous 
temperatures.

Cod. Function

02 1-10V control + costant flux control (1-10V + NCL)

06 DALI control + costant flux control (DALI + NCL)

14 6 hours flux reduction + costant flux control (NVL 6H + NCL)

Operation and Maintenance
- Opening system through a front handle and a lower knob without the use of tools.  
 At the opening a disconnector automatically stops the power line.  
- Power supply and LED modules can be replaced individually.
- No maintenance required except for periodical cleaning of the screen to remove  
 dust and dirt.

Code construction
- To get the complete code of the product configured, replace the X's at the top   
 of the code, by entering in sequence the parts of the code from the configuration  
 tables of the LED module and driver. Example: MNST1L12  3S2  02

* On demand - Features on request
* Classe I of insulation (in this case the product code is to be requested).
* 3.000 K Color temperature
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Technical sheet of painting 
cycles

Painting techniques performances for 
aluminium
In order to ensure quality and high 
resistance of items over time, 
painting products have the following 
performance features:

Resistance to QUV 
∆E less than 2 after 2,000 hours of 
exposure in compliance with UNI ISO 
11507 test.
This value is certified with a certificate 
issued by an independent body.

Resistance to rusting
Resistance to saline mist test greater 
than 1,500 hours in compliance with 
UNI ISO 9227 test
This value is certified with a certificate 
issued by an independent body.

Standard painting cycle for aluminium
-Micro-sandblasting with stainless  
 steel grains (only for elements in cast  
 and die cast).
-Chemical pre-treatment with product 
 cycle based on nanotechnology.
-Application of a coat of powdered  
 epoxy primer.
-Application of a coat of twin-  
 component Polyurethane Varnish.

Aluminium Rev. A 2013

Standard paint color
Dark grey matt metallized (type Neri).


